
New inserts 5+ PE and 7+ PE 
heavy|mate® Q
C 146 Q

•	5+	PE	&	7+PE	contacts
•	400	V	also	in	small	housings
•	up	to	25	A	at	40°C
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heavy|mate®

Characteristics:
•	Machinery
•	Windpower
•	Drives
•	Railways

Applications:



Climatical characteristics
Climatic category IEC	60068-1 40	/	125	/	21

Upper	temperature	 IEC	60512-6-11	 125°C

Lower	temperature IEC	60512-6-11 -40°C

Mechanical characteristics

Materials 

Electrical characteristics

Contact carrier PC

Contacts Cu-alloy

Contact	plating Silver	/	Gold

Colour Grey

General Information
We	reserve	the	right	to	change	the	design	due	to	improvement	in	quality,	development	or	production	requirements.	This	data	sheet	must	not	be	used	in	any	form	or	manner	without	
our	prior	approval	in	writing	(Copyright,	Law,	Fair	Trading	Law,	Civil	Code).	All	technical	data	have	been	measured	in	a	laboratory	environment	and	can	be	different	during	practical	
usage	of	the	product.	Any	product	information	is	for	descriptive	usage	only	and	not	legally	binding;	particularly	the	information	does	not	constitute	or	provide	any	legal	guaranties	
(“Beschaffenheitsgarantie”	or	“Haltbarkeitsgarantie”)

heavy|mate®

Technical data
General Characteristics Standard Value
Number	of	contacts	 5+PE	/	7+PE

Termination	technique crimp

Wire	gauge 0,5	-	4,0mm²	(AWG	20	-	12)																	
0,14-2,5mm²	(AWG	26-14)

Flammability UL94 V-0

Mechanical	operation IEC	60512-5-9	 ≥		500	mating	cycles
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Rated	voltage IEC	60664-1 400V

Pollution	degree IEC	60664-1 3

Overvoltage	category IEC	60664-1 3

Material	group IEC	60664-1 3b

Rated	impulse	withstand	voltage IEC	60664-1 4,0	/	6,0	kV

Current	carrying	capacity IEC	60512-3-5	 see	derating

Contact resistance IEC	60512-2-2	 ≤	5	m	Ω

Insulation	resistance IEC	60512-23	 ≥1010	Ω



General Information
We	reserve	the	right	to	change	the	design	due	to	improvement	in	quality,	development	or	production	requirements.	This	data	sheet	must	not	be	used	in	any	form	or	manner	without	
our	prior	approval	in	writing	(Copyright,	Law,	Fair	Trading	Law,	Civil	Code).	All	technical	data	have	been	measured	in	a	laboratory	environment	and	can	be	different	during	practical	
usage	of	the	product.	Any	product	information	is	for	descriptive	usage	only	and	not	legally	binding;	particularly	the	information	does	not	constitute	or	provide	any	legal	guaranties	
(“Beschaffenheitsgarantie”	or	“Haltbarkeitsgarantie”)

Description

Male	insert	5	pole																																																	C146	10A005	500	12

VN01	025	0035	1C

VN01	025	0036	1C

VN01	025	0037	1C

VN01	025	0038	1C

VN01	025	0039	1C

ContactsPart number

Male	insert	7	pole																																																	C146	10A007	500	12

VN01	016	0024	1C

VN01	016	0025	1C

VN01	016	0026	1C

VN01	016	0027	1C

VN01	016	0028	1C

Female	insert	5	pole																																													C146	10B005	500	12

VN02	025	0035	1C

VN02	025	0036	1C

VN02	025	0037	1C

VN02	025	0038	1C

VN02	025	0039	1C

Female	insert	7	pole																																													C146	10B007	500	12

VN02	016	0024	1C

VN02	016	0025	1C

VN02	016	0026	1C

VN02	016	0027	1C

VN02	016	0028	1C
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